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Q-mini-J  Accessories - Strips/Fixtures

Dimensions

Part Number Builder

Features

•	 Water resistant junction box allows for splicing Q-Tran LED lead wires
•	 Used to splice two wires for a continuous run to power supply
•	 Can be mounted with VHB tape or standard mounting hardware
•	 Indoor/Outdoor Use
•	 UL Listed

•	 Silicone package offered as an add-on (sold separately).
•	 	For submersible installations and an option for third party wires 

(third party wires can be used with Q-Tran wire.) 
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Silicone Package - Sold separately
(For submersible install and option for third party wires)
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*For more information, refer to Installation Guide

Hook and Snap on cover

Lead Wire Option A

22-14 AWG 450V 17.5AMP 
Terminal Block

Interchangable End Gaskets (IEG)

Lead Wire Option B

Guide for Strip Length*

BACK VIEW

*For more information, refer to Installation Guide

Guide for 
Strip Length*

Area for ahering 
VHB tape*

Area for ahering VHB tape*

•	The splice box is intended for use only with Class 2 
power

•	Suitable for use with 22-14 AWG copper conductors or 
equivalent

•	Q-mini-J rated max 30VDC or 15VAC, max 5A for wet 
locations, or rated 60VDC, max 5A for damp locations
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Q-mini-J  Accessories - Strips/Fixtures

Wire & Gasket Options

Supplied Parts in Each Pack

Installation Options

2 each supplied for Q-Tran wires

 

Q-Tran 20AWG Wire
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Q-Tran 14/2AWG Wire

 

Q-Tran 18AWG Wire

 

 

Q-Tran 22AWG Wire

*Crimp wire with ferrul before installation
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•	 Terminal Block (1x)
•	 #6-32 x ½” Pan Head Screw (2x)
•	 #6-32 hew nut (2x)
•	 1½” x ½” 3MVHB Tape (1x)
•	 8-Interchangable End Gaskets (IEG)
•	 #6 Wood Screw (2x)
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*For more information, refer to Installation Guide

Wood Screw (Included)
Indoor/Outdoor
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Q-mini-J  Accessories - Strips/Fixtures

Custom Wire Use
Fill each half of the Q-MINI-J housing with silicone after wiring and let it set to provide a watertight seal (silicone optional).

NOTE: Do not use Interchangable End Gaskets (IEG) provided.

Silicone package offered as an add-on (sold separately).

NOTE: Once closed with the silicone in place, the Q-mini-J cannot be re-used.

SILICONE PACKAGE 


