
EXTON MONOPOINT SYSTEM

1

LABYRINTH SHADE MODULES
J-Box Mount

4” Monopoint, IP65 
LED, 0-10V Dimming

teganlighting.com   I   info@teganlighting.com   I   415-504-3536© 2024 Tegan Lighting. All rights reserved. TG112 - 04/01/2024

EX5 K MP LO–

–

– – – – –

Kore LED/Source Mounting Gem1 Module Finish1 Shade Shade Finish1

Accessories

Module

12” Labyrinth Orb 
Shade

NC 
Natural Cotton (White)

NH 
Natural Hemp

CC 
Custom Color

EX5-CCT-22K 
Exton Color 
Corrected Filter, 22K

EX5-CCT-24K 
Exton Color 
Corrected Filter, 24K

Exton 5-Watt

Refer to links below

Kore LED Module 
2700K

4” Monopoint FG  
Frosted Flat Gem 

FCG  
Frosted Cylinder Gem

BLK 
Black Finish

AL 
Aluminum Finish

CATALOG NUMBER EXAMPLE 

EX5–K–MP–FCG–BLK–LO–NC

EXTON – KORE EX5 LED 24VDC MONOPOINT WITH LABYRINTH SHADE & FLAT GEM – COMBINATIONS 

Kore-EX5 LED, Monopoint, Flat Gem Module in Black or Aluminum Finish with 
Labyrinth Shade in Woven Cotton, Hemp or Custom Color.  J-Box Mount.
White: EX5-K-MP-FG-BLK or AL-LO-NC
Hemp: EX5-K-MP-FG-BLK or AL-LO-NH
Custom Color (Example in Orange): EX5-K-MP-FG-BLK or AL-LO-CC

ø 4 -5/16”
(110mm)

ø 12 1/8”
(308mm)

14 3/4”
(375mm)

Remote Power Supply2 NOTES

1.	 Select one. 
2.	 Order Monopoint(s) and Remote Power Supply(s) separately to create 

a complete System. Refer to Exton Remote Power Supply IP20, IP24, 
IP66 or IP68 spec sheets for options. 

3.	 24VDC operation. 0-10V Dimming. Refer to Remote Power Supply 
Spec Sheets for details. 

4.	 Any field modification will void the warranty and listing.

Flat 
Gem

Flat 
Gem
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EXTON - KORE-EX5 GEM & SHADES TYPES 

ø 1 -5/8”
(41mm)

Frosted Acrylic Flat GEM Frosted Acrylic Cylinder GEM
Frosted interior with clear 

lower third 

Labyrinth Shade

ø 1 -5/8”
(41mm)

ø 12 1/8”
(308mm)

2 -1/2”
(64mm)

7/16”
(11mm)

EXTON – KORE EX5 LED 24VDC MONOPOINT WITH LABYRINTH SHADE & FROSTED CYLINDER GEM – COMBINATIONS 

Kore-EX5 LED, Monopoint, Frosted Cylinder Gem Module in Black or Aluminum Finish 
with Labyrinth Shade in Woven Cotton, Hemp or Custom Color.  J-Box Mount.
White: EX5-K-MP-FCG-BLK/AL-LO-NC
Hemp: EX5-K-MP-FCG-BLK/AL-LO-NH
Custom Color (Example in Orange): EX5-K-MP-FCG-BLK/AL-LO-CC

ACCESSORIES

Exton Color Corrected Filter, 22K or 24K
(EX5-CCT-22K/24K)
22K or 24K Kelvin Temperature results when used 
with the standard 27K Cree LED.

ø 1.3”
(33.5mm)

Monopoint with a 4” mounting plate. Kore-EX5 5W LED woven 12” Natural White Cotton, Natural Hemp or Custom 
Color Labyrinth Orb Shade with Frosted Cylinder or Flat Gem Module. Contact factory for custom color options.  

Integral current controller for 24V DC operation. All systems must be powered by a Tegan Lighting Remote Power 
Supply to create a complete System. Refer to Exton Power Supply IP20, IP24, IP66 or IP68 Spec Sheets for options. 

Available in anodized Aluminum (AL) or Black (BLK) finish. J-Box mount.

    

ø 4 -5/16”
(110mm)

ø 12 1/8”
(308mm)

14 3/4”
(375mm)

Frosted 
Cylinder
Gem
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4” Exton Monopoint 
(Modules Vary) 

4” Exton Monopoint 
(Modules Vary) 

COMPATIBLE POWER SUPPLIES TO CREATE 
A COMPLETE SYSTEM  
(Ordered separately)
Remote Power Supplies Click this link to access the 
details.

REMOTE POWER 
SUPPLIES

IP66 Exterior Enclosure
24VDC Dimming Driver

0-10V
Dimmer

(By Others)

IP66 Exterior Enclosure
24VDC Dimming Driver

0-10V
Dimmer

(By Others)

Click this link to access  
the brochure under the “TECH” 
box links.

MONOPOINT SYSTEM EXAMPLES — J-BOX MOUNT (BY OTHERS) 

http://www.teganlighting.com
mailto:info%40teganlighting.com?subject=
https://teganlighting.com/exterior-exton-4-inch-monopoints/
https://teganlighting.com/wp-content/uploads/2024/03/tegan-lighting-exton-direct-mount-monopoint-install-spec-sheet-v3.pdf
https://teganlighting.com/wp-content/uploads/2024/03/tegan-lighting-exton-direct-mount-monopoint-install-spec-sheet-v3.pdf
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Category Exton IP65 4” Monopoint, Labyrinth Shade LED Modules. Designed for use with remote Power 
Supply Enclosure(s) with Driver. Optional 0-10V Dimming. J-Box mounting. 

Material/Finish Monopoint: Powdercoated or anodized aluminum. Kore-EX5 LED Module: Exterior rated, brushed, 
two-step electrolytic color anodizing. Anodized Black (BLK) or Anodized Aluminum (AL). 

Note: Anodizing is an electrochemical process that results in superior corrosion resistance. This 
process can result in a variance of finish from batch-to-batch. 

Kore-EX5 LED Module: UV stable exterior anodized aluminum, UV stable polycarbonate, glass 
lenses, O-rings.

Gem: 100% machined, clear/frosted acrylic. Flat Gem (FG), Frosted Cylinder Gem (FCG).

Shade: 100% Cotton or Hemp with an exterior coating. 12” Labyrinth Orb (LO) Shade in Natural 
White Cotton (NC), Natural Hemp (NH) finish; or contact factory for Custom Color (CC) with Wet 
Location Coating. Labyrinth shades are artistic, hand-woven shades that are made to order. As a 
result, there may be minor variations in pattern shade-to-shade within the same order. No two are 
alike and they may vary from lot-to-lot. For custom sizes, shapes or colors – contact factory.

Remote Power 
Supply

Specified separately. The Exton System is designed for use with a Remote Power Supply 
Enclosure and Driver. Refer to Exton Power Supply IP20, IP24, IP66 or IP68 Spec Sheets for 
details. Use of Tegan Lighting Power Enclosures and Drivers only. If supplied “by others” the 
warranty and listing are void. 

Accessories 22K Color Correction Filter (EX5-CCT-22K), 24K Color Correction Filter (EX5-CCT-24K).  
Note: CCT22/24 = Kelvin Temperature results when used with the standard 27K Cree LED. 

LED High Wattage Array Cree LED, 2-Step Macadam. 5W @ 500 lumens with 2700K 82-85 CRI typical. 
All values are initial lumens. For exact lumen output and wattage consumption data, please 
consult LM79 reports. Online power consumption does not include driver losses. Contact factory 
for 3000K, 3500K, 4000K or 90 CRI. 

Optics A 15° reflector is supplied in all decorative options to maximize decorative element illumination. 
Refer to IES Photometric Report for details. 

Electrical 24VDC. Total input watts: 6.5W. 300W max. per circuit.

Installation J-Box installation. 3R / IP24, exterior rated 4” J-box by others. Refer to Installation Instructions for 
details. For system layout, and specification assistance, refer to the Exton Application Guide  
for details. 

Labels ETL Listed; Tested to UL 2108 Low Voltage Lighting Systems. In a continuing effort to offer the 
best product possible we reserve the right to change, without notice, specifications or materials. 
Technical specification sheets that appear on teganlighting.com are the most recent version and 
supersede all other versions that exist in any other printed or electronic form. Kore-EX5 Module, 
Monopoint Mounting - 3-year warranty. Envelopes: limited three-year warranty. Refer to Exton 
Application Guide for details.
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