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IP68 POWER SUPPLIES
Exterior Direct Burial Rated

24VDC, 0-10V DM

Q-VAULT-5 QSET-eLED
UNV-24VDC- 

0-10V– – – – –

Power Supply  
Driver5 Wattage1 Voltage1 Plate Cover1, 5 Ring1, 5

Power Supply 
Enclosure2, 5

BK 
Black (Standard) 

SS 
Stainless Steel

BZ 
Bronze

ST 
Standard

LR 
Lawn Guard Ring

CR 
Concrete Pour Ring

IP68, Wet-Listed 
Direct Burial Power 
Supply Enclosure, 
Black Finish

AC Power Supply 1x100W 
One 100W Driver 

2x100W  
Two 100W Drivers  
200W Total for 2 
Circuit Operation 

UNV-24VDC-0-10V 
120/277V Input, 
24VDC  
Output, 0-10V 
Dimming

UNV-24VDC 
120/277V Input, 
24VDC  
Output, Non-Dim

CATALOG NUMBER EXAMPLE 

Q-VAULT-5 – QSET – eLED-1X100W –  
UNV-24VDC-0-10V – BK – ST

– –

Q-Clik Fittings4, 5 Wire4, 5 Accessories5

QW-14/2 AWG 
QW-12/2 AWG 
QW-10/2 AWG 
QW-8/2 AWG 
QW-12/2+GND AWG

Q-TWO  
Direct Burial LV Wire-to-
Wire Splice Connector 

Q-W-Stripper

Q-V Tray 

Q-Mini-J 
Mini Junction Box,  
UL Listed

Machine Screw Thread 
(MST) or National Pipe 
Taper (NPT)

0.5” CLIK + Insert
MST-0.50-Q.500-
1B-(1)12-14/2
MST-0.50-Q.500-
2A-(2)14/2
NPT-0.50-Q.500-
1B-(1)12-14/2
NPT-0.50-Q.500-
2A-(2)14/2

0.75” CLIK + Insert
MST-Q.750-SW10-(1)10/2
MST-Q.750-SW12-(1)12/2
MST-Q.750-1D-(1)8/2
MST-Q.750-1C-(1)10/2
MST-Q.750-2B-(2)12-14/2
MST-Q.750-3A-(3)14/2
MST-Q.750-1E-(1)12/2G
NPT-Q.750-SW10-(1)10/2
NPT-Q.750-SW12-(1)12/2
NPT-Q.750-1D-(1)8/2
NPT-Q.750-1C-(1)10/2
NPT-Q.750-2B-(2)12-14/2
NPT-Q.750-3A-(3)14/2
NPT-Q.750-1E-(1)12/2G

1” CLIK + Insert
MST-Q1.00-2C-(2)10/2
MST-Q1.00-3B-(3)12/2
MST-Q1.00-5A-(5)14/2

1.25” CLIK + Insert
MST-Q1.25-5C-(5)10/2
MST-Q1.25-6B-(6)12-14/2
MST-Q1.25-8A-(8)14/2

NOTES
1.  Select one. 
2. Order System, LED Modules separately to create a complete System.  

Refer to Exton LED Module and System spec sheets for options.
3. 24VDC operation. 0-10V Dimming. 
4. For complete water-tight guarantee/warranty/listing from Q-Tran:
     1. Feed in & out of Q-Vault-5 with Conduit and standard exterior fittings
     OR
     2. �Feed in & out of Q-Vault-5 with Q-Tran’s Q-Clik fittings and Q-Wire stranded 

wire. Warranty & listing are void if one of these required installation methods 
are not used.  

5. Refer to Q-Tran’s Installation Instructions and Specification Sheets for details. 
6. Any field modification will void the warranty and listing.
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POWER SUPPLY ENCLOSURES — DIRECT BURIAL IP681 INSTALLATION ACCESSORIES - SHIPS WITH ENCLOSURES

PLATE COVER OPTIONS RING OPTIONS

Black (Standard) StandardStainless Steel Lawn Guard RingBronze Concrete Pour Ring
Nuts & Bolts supplied by 
Q-Tran.

Q-Vault-5-QSET-eLED-1x100W-UNV- 24VDC-0-10V-BK
Q-Vault-5-QSET-eLED-2x100W-UNV- 24VDC-0-10V-BK (2-100W Drivers, 
200W Total for 2 circuit operation)

Q-CLIK

Q-CLIK Inserts 
Watertight fitting for entryway in and out of Q-Tran housing. 
Machine Screw Thread (MST) or National Pipe Taper (NPT). 

0.5” CLIK + Insert
MST-0.50-Q.500-1B-(1)12-14/2
MST-0.50-Q.500-2A-(2)14/2
NPT-0.50-Q.500-1B-(1)12-14/2
NPT-0.50-Q.500-2A-(2)14/2

0.75” CLIK + Insert
MST-Q.750-SW10-(1)10/2
MST-Q.750-SW12-(1)12/2
MST-Q.750-1D-(1)8/2
MST-Q.750-1C-(1)10/2
MST-Q.750-2B-(2)12-14/2

Q-Wire 
Stranded type “NM” (Non-metallic wire) for Low Voltage 
exterior runs, underground. Wire Size Options: QW-14/2 
AWG, QW-12/2 AWG, QW-10/2 AWG, QW-8/2 AWG, QW- 
12/2+GND AWG. Wire can be ordered in any cut length 
up to 200’. For any length over 200’, order a 500’ reel. 
Use Q-Tran, Q-Wire with Q-Vault-5 (only). 

Q-Vault-5 IP68, Remote Mount Direct Burial, 100W or 200W Q-SET-eLED 24VDC 
0-10V 120/277V (2- 100W Drivers, 200W Total) Dimming Driver(s), Black Finish. 
Q-VAULT-5 is completely watertight and comes with complete installation instructions 
and an easy-to-use sealing kit to ensure a proper installation. 
For complete water-tight guarantee from Q-Tran:
     1. Feed in & out of Q-Vault-5 with Conduit and standard exterior fittings.
     OR
     2. Feed in & out of Q-Vault-5 with Q-Tran’s Q-Clik fittings and Q-Wire stranded 
wire is required. Warranty & listing are void if one of these required installation 
methods are not used. 
Made in America and Build American and Buy America (BABA) Rated.

0.5”

0.75”

1.0”

1.25”

MST-Q.750-3A-(3)14/2
MST-Q.750-1E-(1)12/2G
NPT-Q.750-SW10-(1)10/2
NPT-Q.750-SW12-(1)12/2
NPT-Q.750-1D-(1)8/2
NPT-Q.750-1C-(1)10/2
NPT-Q.750-2B-(2)12-14/2
NPT-Q.750-3A-(3)14/2
NPT-Q.750-1E-(1)12/2G

1” CLIK + Insert
MST-Q1.00-2C-(2)10/2
MST-Q1.00-3B-(3)12/2
MST-Q1.00-5A-(5)14/2
1.25” CLIK + Insert
MST-Q1.25-5C-(5)10/2
MST-Q1.25-6B-(6)12-14/2
MST-Q1.25-8A-(8)14/2

For complete water-tight guarantee/warranty/listing from Q-Tran:
     1. �Feed in & out of Q-Vault-5 with Conduit and standard fittings
     OR
     2. �Feed in & out of Q-Vautlt with Q-Tran’s Q-Clik fittings and Q-Wire. 

Warranty & listing is void if one of these required installation 
methods are not used. 

Pipe Stabilizing Bars. 
Set of two.

Perforated Drain PipeQ-Vault Installation Kit
Kit includes:  
1x epoxy pack 
1x epoxy application syringe 
1x wad of watertight putty 
1x desiccant pouch 
1x silver marker 
1x installation instructions 
1x drilling guide label 
1x Hex tool 
4x wire ties
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LAWN GUARD RING/CONCRETE POUR RING OPTIONS (Nuts & Bolts for Concrete Only)

Q-Vault-5 Ring Guard 
ISO View 

Q-Vault-5 Ring Guard 
Side View

Q-Vault-5 Ring Guard 
Housing Door

Q-Vault-5 Ring Guard 
Front View 

22.5”

22.5”

22.5”

15.5”
15.5”

15.5”

12” 12” 12”

6”

6”
9”

9.25”

EXTON IP68 24VDC POWER SUPPLIES

Q-Vault-5 
ISO View 

Q-Vault-5 
Side View

Q-Vault-5 
Housing Door

Q-Vault-5 
Front View 

16.5”

16.5”

16.5”

9.5”
9.5” 9.5”

5.75”

5.75”

12” 12” 12”

6”

6”
9”

9.25”

ACCESSORIES

Q-TWO 
Direct burial LV wire to 
wire splice connector.

Q-Wire Stripper
UF cable outer jacket strip 
tool.

Q-MINI-J
The mini junction box is a UL listed miniature junction 
box for outdoor use. This ultra-low-profile mini junction 
box is great for applications where space is limited or 
if a junction box needs to be added at the last minute. 
Rated for 14-22AWG wire and up to 5A of current. 

Q-V-Tray
Q-Vault Tray, Black Finish 
NOTE: Not UL Listed, Contact Factory.

9.84”
9.84”

8.56”

8.56”

8.56”

.25”

.25”

.25”

2.98” 2.98”
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DESCRIPTION CATALOG CODE

100W - Will operate 12 (max.) Kore-EX5 Modules or 14-ft of EX-SOLO

Dimming Driver Q-Vault-5-QSET-eLED-1x100W-UNV- 24VDC-0-10V-BLK

200W - Will operate 2 independent spans of 12 Kore-EX5 Modules (max.) or 14-ft L. (max.) of EX-SOLO 

Dimming Driver Q-Vault5-QSET-eLED-2x100W-UNV-24VDC-0-10V

DIRECT BURIAL, REMOTE POWER SUPPLY IP68 EXTERIOR ENCLOSURE, XXW, 0-10V DIMMING DRIVER(S).  
LED MODULE LOADS.1  

NOTES:

1.	 Exton System, Pendants, Rigid Trac and LED Modules are specified separately.  

2.	 Do not exceed 150 feet between last EX5 module (i.e. the module farthest away from the Power Supply) and the Power Supply.

3.	 Do not group EX5 modules or Solo Linear near the end of a long run. On a 110 foot span, keep the average distance from EX’s to Power Supply about 
75 feet.

4.	 The length of the Powerspan Cable, and any intermediate remote wiring, must be counted together (i.e. with a 100’ span, and 50’ of building wire 
between the start of the span and the powersupply, one would be at the maximum 150’ distance).

5.	 Do not operate power supplies in environments above 40C/104F ambient air temperature.

6.	 Do not operate power supplies where the sun’s radiation causes any metal surface to be greater than 40˚C/104˚F.

7.	 Do not operate power supplies below 0˚C/-32˚F.

8.	 The Polarity of the drivers output to the Exton Powerspan Cable does not matter.

9.	 VOLTAGE DROP: To calculate the maximum Exton span, add the desired span distance to the wiring distance between the power supply and the start 
of the Exton span cable. This is the “total run.” All wiring used between the power supply and the start of the Exton cable should be 10AWG or thicker.

10.	At 250W loads, the maximum advisable total run length is 150’. At 100W loads, the total run length is 250’.

11.	 Tegan LED emitters, like all LEDs, undergo a natural depreciation in lumen output. This depreciation is within the specifications of LM-80. Extreme 
ambient temperatures, dusty environments and power conditions may affect the depreciation. Wattage requirements and lumen output are subject to 
change with ongoing developments in LED technology.

12.	The maximum number of Kore-EX5 Modules listed for each Driver option above is based on the following common practice: Recommended 
DeRating: Like all electronic power supplies, life is significantly increased when loads are 75/80% or less of the nominal power capacity. Best life is in 
climate controlled conditions, or when the power supply stays below 70˚C. The type of enclosure and ambient environment can affect the operating 
temperature, and therefore the lifetime of the power supply. For all Tegan Lighting enclosures, load power supplies to only 75/80% of their nominal.

13.	These are general suggestions to increase the life of the supply in moderate climates. The actual operating lifetime of the power supply depends on 
the actual environment and use. Do not operate the power supplies during the day with direct sunlight with extreme hot temperatures.

14.	To calculate max capacity for combined EX5-Module and EX-SOLO fixtures on same span, start with max module count and remove (1) module for 
every (1) foot of SOLO added.

Exton Powerspan Cable

Mounting

LED Modules

Tension 
End Mount 
Bracket Power Feed

Powerspan Cable 
End Cap

Turnbuckle Tool

EXAMPLE SYSTEM (MODULES VARY)

IP68 Direct Burial, Remote Power Supply

http://www.teganlighting.com
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COMPATIBLE POWERSPAN CABLE, MOUNTING, LED MODULES & POLES TO CREATE A COMPLETE SYSTEM  
(Ordered separately, examples shown here)
System, LED Modules and Poles Click this link to access the details below.

11/16”
(17.5mm)

5/16”
(7.3mm)

stainless steel  
wire

10 gauge conductors

POWERSPAN CABLE MOUNTING POWER FEEDSLED MODULES POLES

DIRECT BURIAL, REMOTE POWER SUPPLY — EXTON INSTALLATION GUIDELINES AT A GLANCE
Refer to Installation Instructions Exton Powerspan Cable System

Exterior Power Supply Enclosure(s) IP68 Direct Burial Q-Tran, Pole, 
Tension End Mount Bracket, Powerspan Cable, Cable Gland + Lock 
Nut. Wiring per Code by others. 
NOTE: Q-TRAN ACCESSORIES MUST BE INSTALLED AS PER 
Q-TRAN INSTALLATION INSTRUCTIONS. IF NOT INSTALLED 
PROPERLY, WARRANTY AND LISTING ARE VOID.

IP68 Q-Tran Direct Burial  
& Accessories 

PO
W

ER
 S

U
PP

LY
 IN

ST
A

LL
A

TI
O

N

Powerspan Cable

Dimming Module

24VDC Driver

0-10V

120V

Tegan Power Supply Enclosure
Internal Diagram

Tegan’s Power Supplies consist of an enclosure with a 24VDC driver 
and an optional Dimmer Module. Wire into the output of a dedicated 
Exton 24VDC driver provided by Tegan Lighting (only). 

Wiring Installation Guidelines for Remote Power Supplies Remote Power Installation 

Keep distance from Power Supply to last  
fixture less than 150’. Exceeding this distance  
can result in malfunctioning (dark or flickering)  
Exton modules.

http://www.teganlighting.com
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Category Tegan Lighting offers a wide variety of 24VDC drivers that are compatible with Exton 
Monopoints and Systems for various layouts. For direct burial applications Tegan offers 
Q-Tran’s IP68 Q-Vault Remote Power Supply. These drivers provide 24VDC, constant voltage 
output, with 0-10V dimming.

Exterior  
Enclosure 

Direct burial IP68 Q-Vault-5 housing with 1 or 2 LED 24VDC drivers to provide a clean 
minimalist aesthetic.
Q-Vault-5-QSET-eLED-1x100W-UNV-24VDC-0-10V-BK
Q-Vault-5-QSET-eLED-2x100W-UNV-24VDC-0-10V-BK (for 2 Circuit operation)
For complete water-tight guarantee from Q-Tran:
     1. Feed in & out of Q-Vault-5 with Conduit and standard fittings
     OR
     2. �Feed in & out of Q-Vault-5 with Q-Tran’s Q-Clik fittings and Q-Wire stranded wire is 

required. Warranty & listing are void if one of these required installation methods are 
not used.

Q-Vault-5 ships with a Perforated Drain Pipe, Stabilizing Bars and a Q-Vault Installation
kit. Refer to Q-Vault-Housing Options Spec Sheet.

Material/Finish Housing: Compression Mold. Refer to Q-Vault5 Specification Sheet.

Systems Ordered separately. Exton Monopoint, Exton Powerspan Cable, Exton Rigid Trac. Remote 
Power Supplies are required for all Exton Powerspan, Rigid Trac, and Monopoint Systems. 
Refer to Specsheets and Installation Sheets for System details

Drivers The Exton Series can only be installed with Tegan Lighting or Q-Tran Q-Vault power supplies 
(as listed here). Refer to Installation Instructions and Specsheets for details. Alternative drivers 
void the Listing and Warranty.

Q-Wire/ 
Q-Clik:

Q-Wire is stranded type “NM” (Non-metallic wire) for outdoor, underground and residential 
(single dwelling indoor) Low Voltage runs. Wire Size Options: QW-14/2 AWG, QW-12/2 AWG, 
QW-10/2 AWG, QW-8/2 AWG, QW-12/2+GND AWG. 

Wire can be ordered in any cut length up to 200’. For any length over 200’, order a 500’ reel. 
Use Q-Wire with Q-Vault-5 (only). Refer to Q-Wire Specsheet for details and Wire Length Table 
for proper wire size vs. remote distance.

Accessories Q-MINI-J - Exterior miniature J-Box, Q-TWO - Direct burial LV wire-to-wire splice connector, 
Q-W-Stripper - Q-Wire Stripper, Q-V-Tray - Q-Vault Tray Black Finish.

Installation For complete water-tight guarantee from Q-Tran:

     1. Feed in & out of Q-Vault-5 with Conduit and standard exterior fittings.

     OR

     2. �Feed in & out of Q-Vault with Q-Tran’s Q-Clik fittings and Q-Wire. Warranty & listing 
is void if one of these required installation methods are not used. Refer to Q-Tran 
Installation Instructions and Specsheets for details. 

Labels Refer to Q-Vault Installation Instructions for listing information. In a continuing effort to  
offer the best product possible we reserve the right to change, without notice, specifications 
or materials. Technical specification sheets that appear on teganlighting.com are the  
most recent version and supersede all other versions that exist in any other printed or 
electronic form.
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